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GRASS BOULEVARD
: SIDEWALK ADJACENT TO STREET CURB
: CONTINUOUS CONCRETE IN BOULEVARD

(TYPICALLY DOWNTOWN AREA)
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NOTES:

1.

—

RAMP WIDTH IS DEFINED AS THE USEABLE FORTION OF THE
RAMP, EXCLUDING FLARES IF USED.

CURB RAMP WIDTH SHOULD MATCH THE EXISTING
SIDEWALK WIDTH. 4 WIDTH MINIMUM.

RAMP WIDTH FOR SHARED—-USE PATHS SHOULD MATCH THE
EXISTING SHARED USE PATH WIDTH.

RAMP LENGTH SHALL BE MAXIMUM OF 15

ANY PORTIONS OF SIDEWALK BETWEEN THE DETECTABLE
WARNING PANELS AND THE CURB SHALL HAVE A MAX 2%
LONGITUDINAL GRADE.

LANDINGS SHALL BE A MINIMUM OF 4' X 4’ AND SHALL HAVE
A MAX 2% SLOPE IN ANY DIRECTION. LANDINGS ARE DESIRABLY
5 X 5" OR LARGER.

DETECTABLE WARNING PANELS SHALL MATCH THE RAMP
WIDTH. RADIAL PANELS MAY ALSO BE USED.THE DETECTABLE
WARNING PANEL MAY BE LOCATED WITHIN THE LOWER LANDING.

THE PEDESTRIAN ACCESS ROUTE SHALL BE CONTINUOUS
4" MIN. WIDTH. MAX 2% CROSS SLOPE APPLIES TO ALL
CONCRETE, EXCLUDING FLARES.

LANDSCAPING IS PREFERRED TO MODIFY EXISTING GROUND
SLOPE CHANGES AS NEEDED. IF NOT POSSIBLE, SUCH AS
ADJACENT BUILDINGS, A VERTICAL CURB MAY BE USED AS
SHOWN IN THE DETAIL BELOW. THE CURB WILL BE PAID FOR
AT THE UNIT PRICE BID FOR THE ITEM"CURB — TYPE SW”
PER LINEAL FOOT.

THE MAJORITY OF LINES SHOWN ON DETAILS INDICATE POINT
OF DIFFERING GRADE CHANGES. ACTUAL JOINT DIMENSIONS
MAY VARY IN FIELD.

LONGITUDINAL SLOPE ON SIDEWALK SHALL NOT EXCEED 5%.
GENERALLY SIDEWALK GRADE IS ESTABLISHED BY THE
ROADWAY GRADE. SIDEWALK SHALL NOT EXCEED 2% CROSS
SLOPE.

CONCRETE LANDINGS SHALL BE PLACED SEPARATELY AND
INSTALLED PRIOR TO ADJACENT ADA RAMPS AND/OR
SIDEWALKS. CONCRETE LANDINGS SHALL HAVE A MINIMUM
OF 24 HOURS OF CURE TIME PRIOR TO ADJACENT
CONCRETE PLACEMENT.
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SIDEWALK/BIKETRAIL DETAILS
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